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	2016.09 New 400-201: Cisco CCIE Service Provider Written Exam v4.1 Exam Questions Updated Today! Free Download 400-201

Exam Dumps(PDF & VCE) 414Q&As from Braindump2go.com Today!100% Real Exam Questions!    100% Exam Pass

Guaranteed! NEW QUESTION 61 - NEW QUESTION 70 1.|2016 New 400-201 Exam Dumps(PDF & VCE) 414Q&As

Download:http://www.braindump2go.com/400-201.html2.|2016 New 400-201 Exam Questions &

Answers:https://drive.google.com/folderview?id=0B75b5xYLjSSNRjJsZE5Fd04xYTQ&usp=sharing QUESTION 61In the IS-IS

Designated Intermediate System (DIS) election process, which criteria is used for DIS selection? A.    highest router ID first, then

highest priorityB.    highest MAC address first, then highest priorityC.    highest router ID first, then highest MAC addressD.   

highest priority first, then highest router IDE.    highest priority first, then highest MAC address Answer: E QUESTION 62Refer to

the exhibit. If the SP network is configuring RTBH filtering to protect hosts on the 152.68.19.0/24 network, which router should be

configured as the black hole activating router?  

  A.    FB.    CC.    DD.    LE.    AF.    K Answer: A QUESTION 63An engineer wants to configure Fast Reroute in the network. 

Which methodology eliminates RSVP configuration in the network? A.    Enable LDP Fast Synch.B.    Enable IP Fast Reroute.C.   

Enable the autotunnel primary feature.D.    Enable Cisco MPLS TE Fast Reroute.E.    Enable the autotunnel backup feature. Answer:

BExplanation:

http://www.cisco.com/c/en/us/td/docs/routers/crs/software/crs_r4-2/mpls/configuration/guide/b_mpls_cg42crs/b_mpls_cg42crs_cha

pter_0100.html#concept_F19BEEEFC831436AAC9291A87F9B34E5 QUESTION 64The show ip ospf database external command

displays information about which OSPF LSA type? A.    LSA type 1B.    LSA type 2C.    LSA type 7D.    LSA type 3E.    LSA type

9F.    LSA type 5 Answer: F QUESTION 65Which three statements about the secure domain router are true? (Choose three.) A.   

The logical router can span across chassis.B.    The fabric and system controller module are shared by all logical routers.C.    Each

logical router has a distinct fabric and system controller moduleD.    The logical router can share a route processorE.    The logical

router cannot share a route processor. Answer: ABE QUESTION 66An engineer is implementing an MPLS within the core of the

Service Provider network. What two components are required to build the control and data plane for MPLS Label Switched Paths?

(Choose two.) A.    FIBB.    CEFC.    LDPD.    LFIBE.    OSPF Answer: CE QUESTION 67Which three protocols use TLVs to

carry attributes? (Choose three.) A.    Cisco Discovery ProtocolB.    Label Discovery ProtocolC.    Border Gateway ProtocolD.   

OSPFE.    RIP version 2 Answer: ABC QUESTION 68Refer to the exhibit. An ISP engineer has been asked to identity a method to

protect the PE and to control the number of BGP prefixes learned from his customers. The BGP session should be dropped if the PE

router receives more than 1000 BGP prefixes. A syslog message should be generated when the number of BGP prefixes learned

from CE exceeds 850.  

 Which Cisco IOS command should the engineer apply on PE routers? A.    neighbor 10.1.1.2 maximum-prefix 1000 85B.   

neighbor 10.1.1.2 maximum-prefix 1000 850C.    neighbor 10.1.1.2 maximum-prefix 1000 85 warning-onlyD.    neighbor 10.1.1.2

maximum-prefix 1000 850 warning-only Answer: A QUESTION 69Which methods would enable traffic to be forwarded along an
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MPLS TE tunnel (Choose 4.) A.    MP-BGP routingB.    Static routingC.    Policy routingD.    AutorouteE.    Forwarding adjacency

Answer: BCDE QUESTION 70In the diagram, R1 is the head-end of a TE tunnel that terminates on R5. The red line indicates the

protected link, and the gold line indicates the backup tunnel. Which router is the Point of Local Repair?  

  A.    R2B.    R5C.    R3D.    R1E.    R4 Answer: A   !!!RECOMMEND!!!    1.Braindump2go|2016 New 400-201 PDF & 400-201

VCE 414Q&As Download: http://www.braindump2go.com/400-201.html 2.Braindump2go|2016 New 400-201 Questions &

Answers:  https://drive.google.com/folderview?id=0B75b5xYLjSSNRjJsZE5Fd04xYTQ&usp=sharing
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